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The DRK shredders are double 
shaft shredders for industrial 
application and application in 
recycling lines such as an input 
equipment. The construction 
enables a quick exchange of 
the segments. The shredding 
runs between two rotating roll-
ers, where the segments are 
placed. The waste is shredded 
on their shear edges. The out-
put is pieces or strips of the 
waste in accordance with size 
of the segments. 
 
The operation of the shredder is 
checked with the reverse auto-
matics, which shall switch off 
the shredder in case of an 
overload, arrange for a return 
motion and then it shall start 
the shredder in the shredding 
regime. The automatics also 
secure a continuous starting of 
the shredder and possible start-
ing of the input and output 
conveyers. 
The segments of the shredder 
are made of high-quality steel. 
Following the thermal treat-
ment, the segments are 
ground. The shear clearance 
between the opposite seg-
ments is about tenths of milime-
tres. 
 
The volume of the waste is go-
ing to be decreased by 3-10 
times. The capacity of shred-

ding differs in accordance with 
the shredded waste and the 
widths of the segments. 
 

Mark  
DRK type / drive power  

 
The set of shredders has been 
produced since the beginning 
of the existence of our firm and 
it has gone through some inno-
vations and improvements. The 
result is a compact construc-
tion of the equipment. The 
conveyer feeding hopper is 
constructed with regard to the 
inclusion of the shredder into 
the whole complex. As for the 
waste of big volume, the 
shredder can be equipped 
with down-pressure. 
 
The shredder is set for scrap-
ping of : Paper, cartoon, wood, 
polystyrene, packages, etc. 
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Type Working area 
[mm] A x B 

Widths of seg-
ments [mm] 

Driwe power 
[ kW ] 

Weigh 
[kg] 

DRK 500 510 x 560 18,36 11,15 2800 

DRK 800 840 x 560 18,38 15 3600 

DRK 1075 610 x 430 25,12.5 7,5 3100 

 


