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We can deliver double shaft 
DRM shredders for common 
shredding of waste,. In these 
slowly running equipments, the 
waste is cut between the seg-
ments, being set on two rotors. 
The rotors are rotating against 
each other and so the waste is 
shredded. The pieces or strips 
of the waste are the output in 
accordance with widths of the 
segments. 
 
The operation of the shredder is 
checked by the reverse auto-
matics, switching the shredder 
off in case of an over-load and 
performing the reverse motion 
and switching the shredder to 
the shredding regime again. 
The automatics also secures 
the continual starting of the 
shredder and a possible start-
ing of the input and output 
conveyers. 
 
The segments of the shredder 
are made of high-quality steel. 
The shear clearance between 
the opposite segments is about 
some tenths of milimetres.  
 
The volume of the  waste is go-
ing to be decreased by shred-
ding  3 – 10 times. The equip-
ments are set for lower capac-
ity. More narrow segments are 
applied for shredding in pieces  

 
to secure small size or for ac-
counting document shredding. 
 
The shredder is set for scrap-
ping of :  
Paper, cartoon, wood, polystyrene, 
packages, etc. 
 

Mark  
DRM type / Input power 

 

We produce the shredders on 
the CNC- machines. The output 
inspection secures the quality 
of individual components. The 
stand and feeding hopper are 
construed with regard to secur-
ing the safety of the atten-
dance and the size of the out-
put of the equipment, which a 
container can be directly. As 
for the waste in bulk, the 
shredder can be equipped 
with down-pressure. 
 

Type Working area  
[mm] A x B 

Width of seg-
ments  
[mm] 

Input power 
[ kW ] 

Weight 
[kg] 

DRM 280 280 x 330 20,10 3 350 

DRM 440 440 x 330 20,10 3 550 


