The double shaft DRT shredders

O

The volume of the waste is going

are a stronger set of shredders. The to be decreased by 3-10 times. The

strengthened construction secures
the life of the equipment, also un-
der an extreme load. A more in-
tensive rotating moment is secured
by an electric gearbox with

stronger drive. The shredding runs
between two rotating rollers,

where segments are placed. The

capacity of shredding differs in
accordance with the shredded
waste and the widths of the seg-
ments.

Mark
DRT type/ Input power

waste is shredded on their shear
edges. The output is pieces or
strips of the waste in accordance
with size of the segments.

The operation of the shredder is
checked with the reverse automat-
ics, which shall switch off the

shredder in case of an overload,
arrange for a return motion and
then it shall start the shredder in
the shredding regime. The auto-
matics also secure a continuous
starting of the shredder and possi-
ble starting of the input and output
conveyers.

The segments of the crusher are
made from tool steel. For each
segment an independent forging is
applied. After the thermal process-

We produce the shredders on the
CNC-machines. The output in-
spection secures the quality of
individual components. The stand
and hopper are construed with
regard to the inclusion of the
shredder into the whole complex..
As for the waste of a large volume,
the shredder can be equipped with
down-pressure.

ing, the segments are being

ground. The shear clearance be-| | + /0

tween the opposite segments is

about tenths of milimetres.
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